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U. S. PUBLIC LAND SURVEY MONUMENT RECORD

) This record shali show the tocatlon of the corner and shall
INSTRUCT ONS: Include all of the foliowlng nine elements (a through 1).

(a) 1t1dentify the corner by
) reference to the U.S.
publfic land survey system.

O = Corner mohument restored.

Quarter Corner to Sections 13 and 14,
T.34N., R.14E., Forest County, WI.

(b) Descrlbe any record evidence, monument evidence, occupatlondl evidence, testimonial evidence or
any other materlal evidence you conaldered, and whether the monument was found or placed.

Original survey in 1859 by James McBride. Set wood post and the following bearing
trees; Sugar, 14", N.26°E., 48 links, Sugar, 7", S.65°W., 14 links. )

“ .

In 1981, Milo Stefan, R.L.S., talked to local landowner Ed Rommel who stated that
the corner is in the center-line of Range Line Road and on line with a fence line
that bears West. Stefan accepted this evidence as the best available, and set a
2" x 30" aluminum monument with a tablet stamped to identify the corner. Made the
following new bearing trees; Red Pine, 4", N.53°E., 42.23 feet, Red Pine, 4",
S.37°E., 49.51 feet, Sugar, 6", N.47°W., 91.59 feet.

On October 6, 1993 Alan Harrison, R.L.S., found the monument and bearing trees as
noted above. Removed the monument for road construction.

On August 27, 1994, Alan Harrison, R.L.S., set a railroad spike flush with a new
blacktop road surface and set a 2 1/2" x 36" aluminum reference monument, East, 30.00 feet..

Set a Steel Sign Post, 0.50 feet East of Reference Monument.

(c) 1In the plan view drawing below, provide reference tles to at least 4 withess monuments, or,
i+ the locatlion Is within a munlc!pullty, to at least 2 wlitness monuments. (wltness
monuments shall be made of concrete, natural stone Iron orother equally durable matertal. )
4, -

(d}) Show a plan view drawing

deplcting the relevent
monuments and reference tles

which Is sufficlent in detall

-t0 enabile accurate relocation . Y
of the corner monument (f the )

corner monument Is disturbed.
Indicate nor th. -

1. Railroad spike in blacktop.
2. Red Pine, 4", N.53°E., 42.23 feet.

3. 2 1/2" x 36" Reference Monument, - -
East, 30.00 feet. | 3.

4. Sugar, 6", N.47°W., 91.59 feet.

5. Steel Sign Post, 0.50 feet,
East 0of Reference Monument.

Book /, Page 18 L-21

%2404 14 2009



(e) Describe any material discrepancy between the location of the corner as restored or

reestablished and the locatlon of that corner as previously restored or reestabllshed
by distance and directlon. Show the dlscrepancy on the plan view drawling under (d).

above. Show the dlstances beteen the corner as previously restored or reestablIshed
and (1) the corner as restored or reestablished, and (2) to at least 2 of the wltness
monuments shown on the drawing in (d), above.

None

(f) Was the corﬁer-restored through acceptance of (|l) an obllterated evidence locatlon, or, (2) a
found perpetuscted locatlon 7 | ¢

(2)

(g & h) Wus_the corner reestablished through !ost corner proportionate methods? If so, show the
methed, Including the dlirectlons and distances to other publlc land survey corners used
as evidence or used for proportioning In determining the corner locatlon?

No

(type or print name) certify that the corner locatlon shown
on thls record was determined by me or under my direction and
conftrol and that this U.S, Publilic Land Survey Monument Record |s
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correct and compiete to the best of my knowledge and bellet. |
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